CHRARLE 545

PRODUCT SPEC SHEET

ARMORCELL -

ARMORCELL 275H

CIGS THIN-FILM SOLAR KIT

The largest portable in the line. Ten feet of rollable solar harvest for base camps, mobile

command and vessels running house loads off-grid.

IP68 SEALED WALKABLE

OPERATING POINT

36.1V/76A

ELECTRICAL — AT STC

IK10 IMPACT 5" BEND RADIUS

PANEL SIZE

122.2 x 26.0 in

PANEL WEIGHT

8.6 Ib (3.88 kg)

275

WATTS

-40°F TO +185°E|

MOUNTING

Grommet - portable

KIT CONTENTS

Peak power (Pmax) 275 W = ARMORCELL 275H panel with reinforced grommet mounting holes
Voltage at Pmax (Vmp) 36.1V = Victron SmartSolar 100|30 MPPT charge controller, Bluetooth
Current at Pmax (Imp) 76 A = Padded carry bag and zippered accessory storage bag

o = 20 ft MC4-to-MC4 extension cable, 14 AWG
Open-circuit voltage (Voc) 45.1v = 15 cm MC4-to-ferrule adapter cable, 2-conductor 14 AWG
Short-circuit current (Isc) 86A = 15 cm SAE-to-ferrule adapter cable, 2-conductor 12 AWG
Technology CIGS thin-film = 1 m SAE-to-ring terminal cable with 25 A ATO inline fuse, 12 AWG
Maximum system voltage 1000 VDC = 1m SAE-to-battery clip cable with 25 A inline fuse, 12 AWG

= 2 x 1.2 m bungee cords with carabiner clips and 2 x velcro straps

NOCT 113 = 35°F

Operating temperature

-40°F to +185°F

INCLUDED CHARGE CONTROLLER

Series fuse rating 10A  victron SmartSolar 100|30
Power tolerance 5% ’

Charge algorithm MPPT
Fire class Class A Max PV input voltage 100V
Connectors Mc4 Max charge current 30A
Wire lead length 460 mm pos / 460 mm neg Battery voltage 12V /24 V auto
Mounting Reinforced grommet holes  \Max PV power (12 V) 440W
STC: 1000 W/m?, cell temperature 77°F (25°C), AM 1.5. Power tolerance +5%. Temperature Bluetooth Built-in

coefficient of Pmax -0.36%/°C.

PANEL OUTLINE

SYSTEM WIRING

PANEL — MC4EXTENSION — MPPT — FUSEDSAELEAD -
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8 12 V BATTERY
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5 Portable deployment — no roof penetration. Connect at the battery first, panel last.
|
122.2in APPLICATIONS
Drawn to scale - 3105 x 660 mm - thickness 2 mm
EMS - Fire - Police Marine Construction & Ag Outdoor
=10
KIT SKU PANEL PART NO. WARRANTY DOCS & DOWNLOADS =
SASK275H-AC  SP275-ACOO0 5 years chargesys.solar/support

ChargeSys - Austin, TX - (833) SOL-POWR / (833) 765-7697

- support@chargesys.solar
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Engineered Power. Uncompromising Quality.



